NOTI CE OF AMENDMENT

CERTI FI ED MAIL - RETURN RECEI PT REQUESTED

January 22, 1996

M. WIIliamE. Kohr

Vi ce President, QOperations

G eat Lakes Gas Transm ssion Conpany
One Wodward Avenue Suite 1600
Detroit, M chigan 48226

CPF No. 36101M
Dear M. Kohr:

During August 15 through 18, 1995, representatives of the
Central Region, Ofice of Pipeline Safety, pursuant to Chapter
601 of 49 United States Code, conducted an onsite pipeline
safety inspection of your pipeline facilities and records at
Dul ut h, M nnesot a.

As a result of the inspection, it appears that you have

comm tted probable violations, as noted bel ow, of pipeline
safety regulations, Title 49, Code of Federal Regul ations, Part
192. The itens inspected and the probable violations are:

1. 8§ 192.13(c) General.

Each operator shall maintain, nodify as appropriate, and follow
the plans, procedures, and prograns that it is required to
establish under this part.

Revi ew of Great Lakes Gas Transm ssion’s O&M procedural manua
found the procedures were i nadequate, as noted below. The
procedures require expansion to include additional detail in
regard to the followng itens, as reviewed wth your personnel
during the inspection:

a) Renedi al neasures: Transmi ssion |lines, as specified
in § 192.485.



b) Transm ssion |lines: Permanent repair of welds, as
specified in 8 192. 715(b) (2).

c) Pressure limting and regul ating stations: inspection
and testing, as specified in 8 192.739(a).

Great Lakes Gas Transm ssion Conpany has indicated by letter
dated Septenber 11, 1995, that the itens |isted above have been
corrected. O&M Procedure OP71-31, Corrosion Control of
Pipeline Facilities has been revised to indicate what renedi al
measures Great Lakes will take when corrosion is discovered.
Q&M Procedure OP71-86B, Permanent Repair of Grth Wl ds has
been revised to indicate that in service welds may only be
repaired if the pipeline is taken out of service or the line
pressure is reduced to a stress |level of 20 percent or |ess of
the SMYS of the pipe. O&M Procedure OP71-52A, Testing Relief
Val ves and Other Pressure Limting Devices has been revised to
i ndi cate what neasures G eat Lakes will take to determ ne the
mechani cal condition of pressure regul ators.

In regard to the deficiencies in your witten procedures for
operations, maintenance, and energencies, the Ofice of
Pipeline Safety is issuing to you a Notice of Amendnent
requiring that your procedures be anmended to conply with the
requi renents of the regul ations referenced.

When it is found that an operator's procedures are inadequate,
49 C. F. R 8190. 237 provides that the operator, after notice and
opportunity for hearing may be required to anend its plans and
procedures. This letter serves to provide you with the notice
of the inadequate procedures and the response options as
prescribed under 8190.237. The operator is allowed thirty (30)
days after receipt of such notice to submt witten coments or
request a hearing. After considering the material presented,
the Ofice of Pipeline Safety is required to notify the
operator of the required amendnent or w thdraw the notice
proposi ng the anmendnent. |If you do not desire to contest the
notice, the revised procedures you submtted by letter dated
Septenber 11, 1995, have been reviewed and are acceptable. No
further action is required and this case will be closed.

Pl ease refer to CPF No. 36101 in any correspondence or
communi cation on this matter

Si ncerely,



Il van A. Hunt oon
Director, Central Region
Ofice of Pipeline Safety



